
LET’S CREATE FUTURE

TESTING AND REPAIRING
Spare parts, testing and 

workshop equipment
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Measurements Part no. 
115 x 200 mm 1079034
65 x 120 mm 8064997
50 x 120 mm 686174
Test bolt for F7 cutting device 1107638

TESTING AND MEASURING DEVICES

Universal test frame 
For testing according to GUV-G 9102, VBG 8 § 23 (2), 
GUV 4.2
Part no.   	  599298
Compact test frame 
For testing according to GUV-G 9102, VBG 8 § 23 (2), 
GUV 4.2
Not suitable for testing of RZ 3, Büffel and jacks
Part no.	 5935806 
Pressure-measuring device
For Single couplings, with digital manometer
Part no.   	 3714829

Handpump DPH
Part no.	 1051962
Test bolt
Aluminum for cutting tools

Mini-measurement line for universal test 
frame
Part no. 	  8006989
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TEST FRAMES

Testing adapter SP 80
Part no.	  2840952
Testing adapter SPS combi tools
Part no.	  2836033
Leak detection device
For testing the IP 68 rating of SMART-FORCE de-
vices and the underwater cover
Part no.		          1111811

SPECIAL TEST FRAME 

Test frame  pneumatic
For water testing of lifting bags and Flat-Bags  
8 bar, 10 bar and 12 bar
Part no.	  8140740

For air testing of lifting bags 1 bar, leak sealing bags 
1.5 bar, leak sealing lances 1.5 bar, pipe sealing 
bags 0.5 to 2.5 bar, rubber tank 0.3 bar
Part no.	 8140758

TEST FRAME - PNEUMATIC

Digital manometer
Single, 0 - 1000 bar
Part no.	 8140707



4

Length Colour Weight Part no. 
0,35 m schwarz 0,3 kg 1076910

Single hoses
(without couplings)

HOSES

For lifting sets H1 and H2
M18 x 1,5 + M14 x 1,5, SW 22 + SW 19

For spreaders, cutters, Vario, cylinders 
M18 x 1,5 + M12 x 1,5, SW 22 + SW 17

For power unit to SAH 20/SAH 20 T
M18 x 1,5 + M18 x 1,5, SW 22 + SW 22

For all for all hose reels and motor pumps from 
year of production 1986 on
M18 x 1,5 + M18 x 1,5, SW 22 + SW 22

For all COAX equipment
M24 x 1,5 + M24 x 1,5 + SW24 + SW24

For HF, EHF and Triple power unit
M18 x 1,5 + M18 x 1,5, SW 22 + SW 22

For power units V/E 330 and V/E 400
Change to SINGLE coupling possible
M18 x 1,5 + M18 x 1,5, SW 22 + SW 22

Length Colour Weight Part no.
2.0 m yellow 0.7 kg 3033201
2.0 m red 0.7 kg –
5.0 m yellow 1.3 kg 367010
5.0 m red 1.3 kg 378046

Length Colour Weight Part no.
0.3 m black 0.3 kg 1085657

Length Colour Weight Part no.
0.3 m black 0.3 kg 3714837

Length Colour Weight Part no.
1.0 m yellow 0.5 kg 3855988
1.0 m red 0.5 kg 3855996
1.0 m blue 0.5 kg 3872777
1.0 m black 0.5 kg 3867978

Length Colour Weight Part no.
10 m yellow 4.5 kg 1052600
10 m red 4.5 kg 1052597
15 m yellow 6.0 kg 1052601
15 m red 6.0 kg 1052598
20 m yellow 8.0 kg 1052830
20 m red 8.0 kg 1052829

Length Colour Weight Part no. 
0.30 m black 0.3 kg 3123634
0.44 m yellow 0.3 kg 3123626
0.70 m black 0.2 kg 8116768

Length Colour Weight Part no. 
5 m yellow 2.8 kg 2079747
5 m red 2.8 kg 2079739
10 m yellow 5.4 kg 2031868
10 m red 5.4 kg 2031876
15 m yellow 8.1 kg 2827298
15 m red 8.1 kg 2827220
20 m yellow 10.8 kg 296880
20 m red 10.8 kg 2033780
20 m blue 10.8 kg 2833557
20 m black 10.8 kg 2833573

Coaxial coupling with 
bayonet lock, freely 
rotatable through 360°

Easy operation even with protective 
gloves and limited visibility

Coupling during operation 
with only one coupling 
process

SINGLE, EXTENSION AND CONNECTION HOSES

Connection hoses
(without couplings)

Extension hoses
(without couplings)

HIGH PRESSURE HOSES
Extension hoses
(with couplings)

Twin hoses
Filled with oil, vulcanised in pairs, SINGLE couplings

Length Colour Weight Part no.
5 m yellow 4.0 kg 2847647
5 m red 4.0 kg 2847639
10 m yellow 7.2 kg 2847663
10 m red 7.2 kg 2847655
15 m yellow 10.4 kg 2847680
15 m red 10.4 kg 2847671
20 m yellow 13.0 kg 2847701
20 m red 13.0 kg 2847698

SINGLE COUPLING 

Twin hoses
Filled with oil, vulcanised in pairs, SKS couplings
Length Colour Weight Part no.
5 m yellow 4.0 kg 2033798
5 m red 4.0 kg 2033801
10 m yellow 7.2 kg 2033810
10 m red 7.2 kg 2033828

COAX hoses
filled with oil, SINGLE couplings, hose-in-hose-system

Length Colour Weight Part no.
5 m yellow 3.3 kg 1052602
5 m red 3.3 kg 1052605
10 m yellow 5.5 kg 1052603
10 m red 5.5 kg 1052606
15 m yellow 7.7 kg 1052604
15 m red 7.7 kg 1052607
20 m yellow 10.0 kg 1053457
20 m red 10.0 kg 1053455

Strap for COAX hose
Part no. 	 1062180

M12 x 1,5 + M18 x 1,5, SW 17 + SW 22
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SINGLE COUPLINGS 
with protective caps

Name Weight Part no.
Female SINGLE coupling 0.7 kg 3895980
Male SINGLE coupling 0.5 kg 3895971
Female SINGLE coupling COAX 0.5 kg 3708853
Male SINGLE coupling COAX 0.3 kg 3708845

Protection hose
For tools with grab protection sleeves, black

Length	 0,30 m
Part no. 	 8064563

Protection cover
For 5-20 m hoses

SKS couplings
with protection caps

Female SKS coupling
(without quickstop for rescue systems) SKS 6/1
Part no. 	 3875873
Female SKS coupling
(for lifting set) SKS 6/1
Part no. 	 357952
Male SKS coupling 6/2
Part no. 	 608351
Pressure relief plug for SKS
Part no. 	 622664

Replacement protective caps
For female SKS coupling
Part no. 	 3126943
For male SKS coupling
Part no. 	 3126951
For female SINGLE coupling
Part no. 	 8134588
For male SINGLE coupling
red part no. 	 1084540

ACCESSORIES HOSES AND CONVERSION KITS

ACCESSORIES HOSES

Length Colour Weight Part no. 
4.0 m yellow 0.4 kg 8051500
4.0 m red 0.4 kg 8051496
4.0 m blue 0.4 kg 8058024

ACCESSORIES HOSES

CARE AND MAINTENANCE
In the interest of ensuring continuous operational readiness, the following measures are absolutely 
necessary:

•	 After each use, but at least once a year, the device and accessories must be visually inspected.             
Particular attention should be paid to the spreader tips, joints, blades, housing, and the seal on the     
battery cover. 

•	 Every three years, or if there are doubts about the safety or reliability of the device, an additional     
functional and load test must be carried out (according to DGUV principle 305-002 or country-specific 
guidelines).

•	 After each use, the lubrication of the moving parts and bolts must be checked and, if necessary, spray-
ed with suitable grease. Particular attention should be paid to lubrication via the designated lubrication 
grooves on the spreaders and the grease nipple on the cutting tools.

•	 For hose-connected devices, the entire hydraulic oil must be changed every 3 years. 
•	 For battery-powered devices, we recommend a complete hydraulic oil change by our factory service  

every 10 years to maintain full performance.
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RSX180 PLUS RSX200 PLUS RSU200 PLUS RSU180 PLUS
RSU210 PLUS

RSC170 PLUS
RSC190 PLUS RSC200 PLUS

BAG CPL.
BAC
SAC

1061567 1060414 1078501 1084725 1103455 1105462

Lubricants
Mega grease LD2 
For cutters and bolts, volume 400 g
inserted grease cartridge
Part no. 	 1081905

Mega grease LD2 
For cutters and bolts, volume 400 g
screwed grease cartridge 
Part no. 	 8108552

High-performance grease
with Teflon, in spray can
Part no. 	 8017360

AUXILIARY AND OPERATING MATERIALS, WORKSHOP EQUIPMENT

AUXILIARY AND OPERATING MATERIALS, WORKSHOP EQUIPMENT AND SPARE PARTS

SPARE PARTS
Cleaner
Cleaning spray
Cleaner and degreaser
Part no. 	 8046875

Hydraulic oil
Special hydraulik oil for rescue tools 
red dyed 
Volume 5 litre
Part no. 	 1057565F

Workshop equipment
Assembly block	
Installation Guide for Couplings and Hoses
Part no. 	 1062565

Vice
For repair work, swivelling
Part no. 	 1101483

Plastic jaws for vice
For gentle clamping of the tools into vice
Part no. 	 1076914

Spare Parts Kit
Battery devices 
Part no. 	 1109804

Hose devices
Part no.	 1109805

Easy Force
For filling/venting battery-powered devices
(on request)
Part no.	 1070183

Control handles
For S 30, S 33, S 50-14
Part no. 	 2816741

For tools without handle sleeve
Part no. 	 551791

For tools with handle sleeve
Part no. 	 2085500

Blade inserts
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TRAININGS FOR TESTING AND MAINTENANCE

Equipment Maintenance Training

Target groups: Fire service equipment supervisors
Training duration: 1 day

Training content:
•	 Equipment information and standards
•	 General principles of testing
•	 Annual visual and functional inspection of hydraulic rescue tools in accordance with manufacturer‘s specifications 

and DGUV 305-002 (power unit, cutters/combined tools, combination tools, spreaders, rescue rams, buffalos and 
lifting sets)

•	 Remove, lubricate and clean cutter blades, change blade insert
•	 Tips & tricks for maintenance (oil change, condition when out of service, etc.)

Service Training BASIC

Target groups: Equipment personnel responsible for testing of rescue services with equipment of hydraulic rescue 
equipment on a larger scale and service partners
Training duration: 2 days

Training content:
•	 Equipment information and standards
•	 General principles for testing
•	 Annual visual and functional inspection, three-yearly load test Hydraulic rescue equipment according to 
•	 Manufacturer‘s specifications and DGUV 305-002 (power unit, cutters/combi tools, spreader, rescue ram,  
•	 Buffalo and lifting kit)
•	 Structure and function of hydraulic rescue equipment
•	 Removing, lubricating and cleaning cutter blades
•	 Replacing hoses of power units, end tools, lifting sets
•	 Pressure adjustment of power units
•	 Basic training in battery-powered tool

Refresher Training

Target groups: Equipment personnel responsible for testing of rescue services with equipment of hydraulic rescue 
equipment on a larger scale and service partners who have previously completed Service Training BASIC
Training duration: 1 day

Training content:
•	 Refresher Service Training BASIC
•	 Product innovations
•	 New developments in the field of testing and maintenance
•	 Deepening the knowledge
•	 Dealing with special questions of the participants

Prerequisite: Service training BASIC
Required every 3 years!

 
Pneumatics Training

Target groups: Equipment personnel responsible for testing pneumatic rescue equipment for rescue services on a 
larger scale and for service partners.
Training duration: 1 day

Training content:
•	 Visual, functional and load testing of pneumatic rescue equipment (lifting bags 1 bar, 8 bar, 10 bar,12 bar and 15 

bar, pipe sealing bags 1.5 bar and 2.5 bar, accessories)
•	 Maintenance tips & tricks

Prerequisite: Service training BASIC
Required every 3 years!

TRAININGS FOR TESTING AND MAINTENANCE



@weberrescue

WEBER-HYDRAULIK GMBH

Heilbronner Straße 30
74363 Güglingen, Germany
Phone +49 7135 71-10270

Emil Weber Platz 1
4460 Losenstein, Austria
Phone +43 7255 6237-0

info@weber-rescue.com
www.weber-rescue.com
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